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Peatures:

1. Pressure Rating: 150LBS
2. Bull

Port

3, ¥orking Temperavure; -10° C-150° C
4, Investment Casting

5. Blow—out Proof Stem
6. 1505211 Mounting Pad
7. Locking Device Bandle ((ption)

8. Flange Dimension: ANSI B16.5 Class 150

9, Face To Face; ANSI B14, 10
10, Inspection Testing: APIS98,EN12266-1
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Nominal Dianeter d n D2 D L b n-gdl| Ra R A B KK H v
B | 72 |15 |3 |605 |89 |18 | 105 [+we| 3 | 3 | 36 | 42 [9%9 | &0 | #0
20 | 3/4 |20 |43 |70 |98 |17 | 105 [+=e6| 3 | 3 | 36 | 4 |99 | & | 40
25 | * |2 |51 [795 | 108 | 127 | 105 |+-=6| 3 | 35 | 42 | 50 | x| 93 | 165
3@ | /47|32 |64 |89 |15 | 140 | 12 |4-#6] 3 | 35 | 42 | 50 |1Xi1| 104] 165
30 | /27|38 |73 985 | 125 | 165 | 127 |4-#16] 35 | 45 | 50 | 70 |1axi4| 15| 195
50 | 2 |50 |9 |1205] 150 | 178 | 143 |#-#15] 35 | 45 | 50 | 70 |14X14| 125] 195
65 | 2/2| 64 [ 105 [1395| 178 | 190 | 159 |+=9| 45 | 55 | 70 | 102 [7x7| 145 260
B0 | 3 |76 | 127 |1525] 190 | 208 | 175 |+»13] 45 | 55 | 70 | 102 [17X17| 152] 260
100 | 4 |9 |157 [1905] 229 | 229 | 223 [e-e1s] 45 | 55 | 70 | 102 |17X17] 180 300
25 | > |125 | 186 |26 | 254 | 3% | 223 [e-#2d 55 | 65 | 102 | 125 [ee¥ee] 21| 600
150 | 6 | 150 | 216 | 2415|279 | 394 | 239 |swed 55 | 65 | 102 | 125 |[27%e7] 225 600

1 BODY CF8M/CFR 1
e SEAT PTFE/RPTFE 2
3 BALL 316/304 1
4 GASKET PTFE 1
5 BONNET CF8M/CF8 1
6 BOLT 304 4-8
7 NUT 304 4-8
8 STEM 316/304 1
9 STEM WASHER PTFE 1
10 0 RING NBR,/FPM/EPDM 1
1 PACKING PTHE 1
12 CLARD 304 1
13 DISC SPPRING 304 2
14 NUT 304 2
15 CROWN WASHER 304 1
16 WASHER 304 1
17 BANDLE 304 1
18 HEX SOCKET BOLT| 304 1
19 NUT 104 1
20 EANDLE COVER PLASTIC 1
21 BOLT WASHER 304 4-8
NO. PARTS MATERTALS oTY
DESC | 2PC ANSI Flanged mm__ Valve Amao_ F-2/150)
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