ETG JG/FT-1 TECHNICAL DETAILS:

FLOATING VALVE FV Series

FEATURES

- Floating Valve.

N° | Denominacion / Veame

Material

Acabado Superficial /

- Muade of Stainless Steel AIST 316, Sutfuce Treatment
- Conexicn Gas Threaded. 1 Vilvula/ Vaive AceroInox 316/ S.8. 316 Pulido / Folished
- Full Fort. 2 Flotador / Floating AceroInox 316 / 8.5. 316 Pulido / FPolished
- Siicone Lock.
- Maximum working pressure 16 Kg /cm?
- Meximum working temperatura 150°C Masa sin
Medida’ Dimensiones/ Dimensfons boya/ Mass Boya/Ball
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Caudal / Fiow (m’/h):
Diam. Presion / Pressure (BAR) (m*h)
1 2 3 4 8 10
33" 1,13 1,66 19 216 265 2,82 308
12" 2,82 3,99 4,89 565 679 7,94 893
34" 4,83 6,84 837 967 11,8 13,99 15,28
1" 6,93 9.91 12,14 14,06 1716 19,65 21,94
114" 10,17 1543 19.43 23,15 289 33,59 38,16
112" 15,56 21,94 26,92 31,1 37,63 4365 51,51
2" 23,68 33,86 40,97 47,37 57,79 67.53 75,5
212" 24,86 35,55 43,02 49,74 60,68 709 7927
3" 55,86 7901 96,78 111,75 136,87 | 158,04 1737
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